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AUTOMOBILE MAINTENANCE PRODUCTS 

CEPSA LAVAENCERA 

This product is designed for being use in washing and protecting several vehicles bodywork: cars, vans, buses, and 

trucks. 

Concentrate product contains anionic surfactants and water-soluble waxes helping to bodywork, preventing 

scratches, and adding shine.  

This product is harmless to paints, chrome or plastics being useful for any metal surfaces including aluminum. 
 
 
 

 

 

A Material Safety Data Sheet providing information on product hazards, handling precautions, first aid measures, and 

relevant environmental data is available for this product as per applicable legislation. 

DESCRIPTION 

PRODUCT APPLICATIONS  

• Apply the product after being diluted 2-3% in water. 
For high dirtiness increase the product concentration. 

• For optimum performance avoid mixing with other 
products. 

 

 
PRODUCT PERFORMANCE 

• Product designed for being diluted, depending on 
your cleaning and protection needs. 

• Neutral nature suitable for all types of surfaces. 

• High performance detergency. 

• High biodegradability. 

CHARACTERISTIC UNITS METHOD CEPSA LAVAENCERA 

Aspect - Visual Transparent 

Color - Visual Yellow 

Density at 20ºC  kg/l ASTM D-4052 1.03 

pH  - ASTM E 70 6.5-7.5 

Nonvolatile Matter % UNE-EN ISO 787-2 18.00 - 20.00 

TYPICAL CHARACTERISTICS 

HEALTH & SAFETY AND ENVIRONMENT 


